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� Understanding the Martian System
� Interior + surface + atmosphere + surrounding space

− To understand the evolution and to answer the fundamental 
question “Why (and how) is Mars different from the Earth?”, 
missions designed to study inter-relations between these are 
needed.

− Both “orbiting” science and “landing” science are important.

Keyword:
Why is Mars “red”?

Orbiter (A): Meteorology
Orbiter (B): Aeronomy
for MELOS-1

Lander (A): Surface
Lander (B): Biology
Lander (C): Interior
Lander (D): Sample Return
for MELOS-1 EDL and
for MELOS-2

Science Target of MELOS

Atmospheric escape 
to the interplanetary 

space

Transportation of 
atmosphere and dust 

by meteorological 
activities

Degassing from 
the interior of the 

planet

Capture of the 
atmosphere to 

the interior of the 
planet
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Dust Meteorology of Mars

Roles of the Martian dust:Roles of the Martian dust:Roles of the Martian dust:Roles of the Martian dust:
�Dust as the source of heating the atmosphere
�Dust as an agent of chemistry
�Dust as the surface albedo changer
These are “what water does” on the earth!

What we need to know about the dust:What we need to know about the dust:What we need to know about the dust:What we need to know about the dust:
�How dust enters the atmosphere?
�How dust is transported?
�How dust is removed from the atmosphere?
�The life of dust storm in various sizes
�Why is the global dust storm intermittent?
�The physical/optical properties of dust

The dust significantly
alters the atmospheric
temperature by absorbing
the sunlight
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MELOS1 Utilizes a Unique Orbit
An “equatorial plane” orbiter:An “equatorial plane” orbiter:An “equatorial plane” orbiter:An “equatorial plane” orbiter:
�Pericenter = 3,847 km (450 km altitude)
�Apocenter = 21,912 km (6.45 RM)
�Orbital period = 12.33 hours (1/2 sol)
�Inclination = 10º
�Rotation of the orbital axis = 0.5227º/day
-> the apocenter’s local time can be fixed

Heritage of “Akatsuki” Venus Climate Orbiter:Heritage of “Akatsuki” Venus Climate Orbiter:Heritage of “Akatsuki” Venus Climate Orbiter:Heritage of “Akatsuki” Venus Climate Orbiter:
�Geostational meteorological satellite like orbit 
& on-board instruments
�Continuous monitoring of global activities

One image per day is not 
enough to describe the life 
of a dust storm.

T = 0h
T = 2h

T = 4h

T = 6h

T = 8hT = 10h
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Continuous Monitoring is Essential

This demonstrates what we can see if only only only only 
one image per dayone image per dayone image per dayone image per day is available.

This demonstrates what we can see if one one one one 
image every 2 hoursimage every 2 hoursimage every 2 hoursimage every 2 hours is available.
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Currently-Proposed Orbiter Instruments
� Simultaneous Imaging Polarimeter (SIMPLER)

� A multi-eye camera in visible wavelength that takes polarization
images (I±Q, I±U) simultaneously, eliminating co-registration
problems of sequential imaging.

� The polarization phase curves for individual features can be
drawn every orbit, identify the dust and the water (ice) cloud.

� Narrow-Angle Camera (NAC)
� A telescope camera that achieves 150 m/pixel resolution at

sub-spacecraft point from the apocenter (5.45 RM altitude).

� Long-Wavelength Infrared Camera (LIR)
� The 10-µm thermal infrared imager to measure the suspended

dust and the thermal inertia of the ground.
� The limb images provide the vertical profiles of dust and its variability.

� Sub-mm Sounder (FIRE)
� A passive sounder that measures atmospheric temperature,

wind velocity, abundances of trace gas species, etc.

� Ultra-Stable Oscillator (USO) for Radio Science
� The same as that on board “Akatsuki” Venus Climate Orbiter.

VEX/VMC
Akatsuki

Akatsuki

Akatsuki

NEW

NEW
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EDL and Meteorology on the Ground
� MELOS1 EDL experiment

� A 400-kg class EDL module to experiment
functions necessary for upcoming lander
missions (MELOS2, etc.).

� A meteorological station will collaborates
with the orbiter
• Temperature & pressure sensors (for the earth’s stratospheric probes)
• Near-surface wind velocity (turbulence) measurements with a supersonic 

sensors (optimized for the Martian atmospheric conditions)
• A microscope to image the dust particles (their shapes and sizes)
• A LIDAR to monitor the suspended dust above the lander

� Other “proposed” experiments
• “Search for Life” astro-biological

experiment with a microscope
and fluorescent technique

• Study of internal structure with
a ultra wide-range seismometer

• Study of surface geology with a
“miniature” LIBS (if the main part
of EDL is a rover)

With a HWith a HWith a HWith a H----IIA 202 launch vehicle:IIA 202 launch vehicle:IIA 202 launch vehicle:IIA 202 launch vehicle:
�1.15 t to the mission orbit
�500 kg orbiter (almost dry)
�400 kg EDL (wet)
�200 kg margin for flexibility
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MELOS1 Schedule
2012:2012:2012:2012: Finalize the orbiter and EDL configurations, including
the scientific experiments (instruments), by the summer.

Phase A

2013 spring:2013 spring:2013 spring:2013 spring: Go through the Mission Definition Review (MDRMDRMDRMDR).

Phase B

2014:2014:2014:2014: Go through the System Requirement Review + System 
Definition Review and get approved as an official project.

Phase C

2016 summer: 2016 summer: 2016 summer: 2016 summer: Preliminary Design Review (PDRPDRPDRPDR).

Phase D

2018 spring: 2018 spring: 2018 spring: 2018 spring: Critical Design Review (CDRCDRCDRCDR).

2020 spring: 2020 spring: 2020 spring: 2020 spring: Flight operations at the launch site starts.

Phase E
2020:2020:2020:2020: LaunchLaunchLaunchLaunch in July and arrival at Mars in early 2021.
Nominal mission = 1 Martian year in the orbit
Possible extensions
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International Collaboration of MELOS1
� We welcome your inputs

� We still have many TBDs in MELOS1 plan. Suggestions and comments 
are welcome. “Simultaneous” observations with other missions would 
motivate us likely to choose a certain answer for a TBD.

� We welcome collaborators
� Some of currently-proposed instruments will benefit from having 

collaborators with expertise through previous experience (development & 
operation of instrument; modeling and data analysis).

� We welcome instruments
� Since MELOS1 provides opportunity of science with its unique orbit, 

contributed instruments are welcome if  they benefit from this orbit.
� We provide what we can do

� The communication relay for the landers/rovers will be provided (although 
the spacecraft altitude is much higher than other missions).

� We need your support
� It is likely that the EDL will need somebody’s support during its critical 

operation. MOI of MELOS1 will also need support of multiple ground 
stations.


